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Structure: 

reminder alarm 

• Microprocessor control system with 10.1” 

color touchscreen display 

• Time, date, temperature, and humidity display 

Biosafety Cabinet Class II, Type A2 NSF-49 with Integrated Particle Monitoring System (IPMS) 

PCI's Class II, Type A2 Biological Safety Cabinet
protects lab staff, the environment and sensitive
work processes in which biological agents are applied. 

The cabinet offer a high level of contamination 
protection, based on two advanced ULPA U15
99.9995% @ 0.1 micron filter and features and airflow
pattern of 70% downflow and 30% exhaust

The cabinet is made of robust, epoxy coated metal
structure with SS 304 internals

The cabinet is operated using an elegant 10.1" intuitive
touch screen control system that provides all of the 
device's status information and alerts for unsafe critical 
conditions and periodic maintenance reminders.

Built in IPMS system: PCI provides an integrated
particle monitoring system that includes a contamination
alarm for ISO 5 clean verification. The cabinet is CE certified
and complies with NSF-49.

• Metal is epoxy coated
• Internal lining is SS304, including the one piece
    worktop
• Front window of 6 mm triplex safety glass with
    electrical lift system
• Side window for better visibility
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Ductless Fume HoodNSF-49 Biosafety Cabinet Class II, Type A2 

Front Sash 

Control system 

1.2m/48" 

Hood Material 

Spec/ Model BO-090-NSF BO-120-NSF BO-150-NSF BO-180-NSF 

Outer 
Dimensions W x D x H 

915 x 800 x 1450 mm 1220 x 800 x 1450 mm 1525 x 800 x 1450 mm 

Workspace 
(W x D x H) 

Height Range 

Filters 
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